STI 5197  Update  User Manual

You have to prepare some device before updating. The neccessary devices during update are listed below.

1． One personal computer and one TV Set.

2． One RS-232 Cable. The connection of the RS-232 Cable is illustration below. The pin2 of female should be connected to the pin3 of male. The pin3 of female should be connected to the pin2 of male. The pin5 of female should be connected to the pin5 of male.
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1． UART update

  1、Power off the STB and connect the STB and PC.

  2、Open the file [image: image2.png]Vart. axe
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on your computer，the picture is illustration below.
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3、Select the Open files on the file, the picture is illustration below.
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4、Click the file which you want to update. The picture is illustration below：
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5、Click Button “Connect”. The picture is illustration below：
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6、Power on the STB and select “RS232 Update”.  The STB begins updating，the process will last 8 minutes. After finishing, it will show“now reset the IRD..”  The picture on your computer is illustration below：

[image: image7.png]TUart 5197

Files Edit Help
[Send Data To DVB] Offset=0x003d4000, Len=0x4000 Al
Send Data Succeed! b
[Send Data To DVB] Offset=0x003d8000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x003dc000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x00320000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x003e4000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x00328000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x003ec000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x00310000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x00314000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x003(8000, Len=0x4000

Send Data Succeed!

[Send Data To DVB] Offset=0x003(c000, Len=0x4000

[all lash DATA has Sentill]

[Get DVB Message] Start Program Loader

[Get DVB Message] Program Loadsr Finished

[Get DV Message] Startam Loader Finished

[Get DVB Message] Program App Finished

[Get DVB Messagel 4l Finished

[Get DVB Message] Updatinished

Disconnect





2. Export TS

Also, you can export TS with the tool.

1、 Open the file [image: image8.png]Vart. axe
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。

2、Select the “Open files” ，the picture is illustration below.
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3、Select the “Export TS” in Edit, the picture on your computer is illustration below.
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4、 Select the Default mode, then click OK, the picture is illustration below.
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